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FOR IMMEDIATE RELEASE

Xantech DEBUTS ITS CA1250 70V/100v/4Ω/8Ω POWER AMPLIFIER
INTEGRATED SYSTEMS EUROPE, AMSTERDAM, THE NETHERLANDS, February 1, 2011 — Xantech (booth 1L90), a leader in the field of audio/video remote control and distribution for over 40 years, unveils its CA1250 power amplifier. This 2U rack mountable six-zone/12-channel, bridgeable audio amplifier is designed for commercial and industrial applications and features high-efficiency digital amplification.
As Graham Hallett, Xantech’s President, observes, “Based on our success with digital amplification in our award-winning Digital Delivery System and new MX88 multi-zone A/V controller, it’s natural to bring the efficiency and performance benefits of this technology to commercial installations. The new CA1250 represents hybrid innovation in the field of commercial amplifiers, mating the convenience of 70 and 100 Volt distribution topology with the efficiency and stability of advanced Class-D amplification. It provides system installers with a uniquely versatile multi-zone amplification solution for any commercial/industrial application.”
Each zone is independently switchable between its zone-specific stereo inputs and a mono global audio balanced input for public address/paging applications. Each zone is also independently bridgeable to a single mono output for single speaker use or higher output power, and is independently controllable via RS232, IR and voltage trigger lines. The unit also features selectable 70V and 100V constant voltage output taps for use with compatible (70V or 100V) loudspeakers or four-Ohm/eight-Ohm loads, making it versatile for any commercial/industrial application.
The CA1250 features an independently switchable -20dB Limiter and independent MUTE trigger inputs (activated by +3 to +30V DC) for each zone. Individual Trigger Outputs (+12V DC) indicate the on status of each zone. The unit has front panel “zone on” and “zone overload” indicators, as well as Master Global Trigger In (+3 to +30V DC) and Trigger Out (+12V DC); detachable screw-terminal connectors for Global Balanced Audio Input/Output, IR, Sense and Speaker Outputs; and 120V/240V AC selector switch. The CA1250 is rack-mountable, with removable rack ears included. With full bi-directional serial protocol, all aspects of the CA1250 can be controlled by any Xantech touch panel control system.
Xantech CA1250 Power Amplifier Specifications

Power Output:

35Wx12 into 8 ohms, 20 Hz to 20 kHz, 0.1% THD

100Wx6 into 8 ohms, 20 Hz to 20 kHz, 0.1% THD

50Wx12 into 4 ohms, 20 Hz to 20 kHz, 0.1% THD

Signal-to-Noise Ratio: 100 dBA (referenced to rated power)

Frequency Response: 10 Hz to 20 kHz, +/- 1dB

Channel Separation: 65 dBA

Global Audio Balanced Input Impedance: 600 Ohms

Line Input Impedance: 47 k-Ohm

Power Requirements: 120V AC, 60 Hz or 230V/240V AC, 50 Hz

Rack mounting requirements: 19 inch rack width, 2U rack height

Dimensions:

Width: 430mm (without rack ears)

Height: 98mm with feet, 90mm without feet

Depth: 425mm with rack ears, 410mm without rack ears 

For more information, please visit www.xantechcommercial.com.
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About Xantech Commercial

Established in 1969, Xantech (www.xantech.com) designs and manufactures an extensive range of audio, video and control products and systems, many of which have become de facto industry standards. Xantech IR products are specified into more audio/video installations than any other brand. Xantech also supplies hi-definition HDMI video solutions, touch-panels and IP control systems for residential and commercial applications, multi-room audio/video systems, audio source components and processors, and software programming tools. 

Xantech Commercial expands upon this foundation to bring new opportunities to the commercial field, providing scalable, user-friendly, and cost-effective audio/video control and distribution solutions. Products are sold to professional installers and distributors directly from Xantech. Xantech’s products are marketed in North and South America, Australia, New Zealand, Asia and Europe. Xantech is a part of The AVC Group in Carlsbad, California. For additional information about Xantech Commercial and its innovative products, please visit www.xantechcommercial.com. 

About The AVC Group, LLC:

Headquartered in Carlsbad, California, The AVC Group, LLC is a portfolio of pre-eminent manufacturers and marketers of state-of-the-art consumer and commercial audio, video and control system solutions. The AVC Group is comprised of the following industry leading brands: NILES® Audio (www.nilesaudio.com), ELAN® Home Systems (www.elanhomesystems.com), Xantech® (www.xantech.com), ATON® (www.atonhome.com), and Sunfire® (www.sunfire.com). The AVC Group, LLC is a subsidiary of Nortek, Inc.’s (www.nortek-inc.com) Home Technology Group.

Other brand and product names may be trademarks of the respective companies with which they are associated.

Xantech LLC · 1969 Kellogg Avenue · Carlsbad, CA 92008 · Phone: (818) 362 0353 · Toll Free: (888) 512 5972 · Fax: (800) 492 6832 · Email- General Info: info@xantech.com · Sales Orders & RA Status: sales@xantech.com
For a complete list of Xantech’s international sales representatives, please visit http://www.xantech.com/Contact/International/.
Xantech is exhibiting at booth 1L90 at ISE 2011 in Amsterdam.
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