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FOR IMMEDIATE RELEASE

GENELEC ANNOUNCES NEW 9000A STEREO VOLUME CONTROL

NATICK, MA, May 19, 2010 — Genelec, the leader in active monitoring technology for more than three decades, announces its new 9000A Stereo Volume Control. Visually designed to appear as a miniature version of Genelec’s 5040A Active Subwoofer, the 9000A provides convenient volume control for all Genelec monitors/loudspeakers. The volume control input and output have 3.5-mm stereo male and female connectors, providing immediate connectivity with most computers and laptops, MP3 players and game stations.

The connecting cable on 9000A is Y-shaped. Past 1 meter (3 feet 3 inches) from the control knob, the single cable splits into two 1-meter (3 feet 3 inch) cables, one for audio input, one for audio output. A converter cable converting 2 x RCA to 3.5-mm stereo (female) is necessary for audio equipment with RCA outputs. A converter cable converting 3.5-mm stereo (male) to 2 x XLR (male) is necessary to use the 9000A with Genelec monitors having XLR output. These cables can be easily obtained from any authorized Genelec dealer. The 9000A is available in three colors: black, silver and white.

Genelec’s new 9000A Stereo Volume Control is now available with a U.S. MSRP of $99.00. For more information, please visit www.genelecusa.com.
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Genelec, the pioneer in Active Monitoring technology, is celebrating over 30 years of designing and manufacturing active loudspeakers for true and accurate sound reproduction. Genelec is credited with promoting the concept of active transducer technology, which many manufacturers are just now incorporating into their products. Since its inception in 1978, Genelec has concentrated its efforts and resources into creating active monitors with unparalleled sonic integrity. The result is an active speaker system that has earned global acclaim for its accurate imaging, extremely high acoustic output from small enclosures, true high-fidelity with low distortion, and deep, rich bass.

Other brand and product names may be trademarks of the respective companies with which they are associated.

—For more information on the complete range of Genelec Active Monitoring Systems, contact: Genelec Inc., 7 Tech Circle, Natick, MA 01760. Tel: (508) 652-0900; Fax: (508) 652-0909; 

Web: http://www.genelecusa.com/.
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