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Genelec Home Audio Unveils G Five Active Loudspeaker 
NATICK, MA, November 4, 2014 — Genelec Home Audio is unveiling its new G Five Active Loudspeaker, the flagship model in the Genelec G Series of Active Loudspeakers for home audio. Despite its relatively small size, the G Five brings out a level of performance comparable to much larger loudspeakers. Its bass reproduction goes lower than what most subwoofers can do, providing at the same time extremely high sound pressure with very low distortion. Thanks to its large waveguide, the Genelec G Five reproduces all the nuances and dynamics of the audio material with incomparable fidelity. As featured in all Genelec G Series, the G Five provides acoustical response adjustments to allow correct setup and acoustical calibration to the room it is placed in. The G Five can even be placed in an acoustically challenging room and provide an amazing listening experience.
The G Five (Woofer 8" + Tweeter 1") joins four other models in the G Series: G One (Woofer 3" + Tweeter 3/4"), G Two (Woofer 4" + Tweeter 3/4") and G Three (Woofer 5" + Tweeter 3/4") and G Four (Woofer 6.5" + Tweeter 3/4"); as well as the complementary F One (6.5" active) and F Two (8" active) subwoofers. The G Five and its brethren feature elegant industrial design by award-winning designer Harri Koskinen and Genelec’s R&D team. Designed to be used together or separately, G Series models and the complementary F Series subwoofers offer an exceptional home audio solution.

The G Five active two-way loudspeaker combines an organic, rounded form with powerful and precise sound reproduction. The gently curving design is not chosen for good looks alone. Sharp edges or corners on a loudspeaker enclosure cause acoustic reflections that interfere with the direct sound. This harmful interference – diffraction – is dramatically reduced by the smooth, curved design of the G Series, audible in the excellent resolution and solid sound imaging of the products. Blending seamlessly to the enclosure shape, the proprietary Directivity Control Waveguide™ (DCW™) formed around the high-frequency driver is designed to match the frequency response and directivity characteristics of the two drivers. This results in a smooth frequency response on- and off-axis and controlled directivity maximizing the direct sound aimed to the listening area.
G Five Specifications:

· Maximum sound pressure: 110 dB per loudspeaker @ 1 m

· Frequency response: 35 Hz – 21 kHz (-3 dB)

· Drivers: Bass 8" + Treble 1" metal dome + DCW
· Amplifier power: Bass 150 W + Treble 120 W

· Dimensions: H x W x D: 17.8125" x 11.25" x 10.9375" with Iso-Pod™ (452 x 286 x 278 mm)
· Weight: 28 lb (12.7 kg)

For more information, please visit www.genelecusa.com.
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Genelec, the pioneer in Active Monitoring technology, is celebrating over 35 years of designing and manufacturing active loudspeakers for true and accurate sound reproduction. Genelec is credited with promoting the concept of active transducer technology, which many manufacturers are just now incorporating into their products. Since its inception in 1978, Genelec has concentrated its efforts and resources into creating active monitors with unparalleled sonic integrity. The result is an active Custom Installation speaker system that has earned global acclaim for its accurate imaging, extremely high acoustic output from small enclosures, true high-fidelity with low distortion, and deep, rich bass.

Other company and product names may be trademarks of the respective companies with which they are associated.

—For more information on the complete range of Genelec Custom Installation Systems, please contact: Genelec Inc., 7 Tech Circle, Natick, MA 01760. Tel: (508) 652-0900; 

Fax: (508) 652-0909; Web: www.genelecusa.com.
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