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FOR IMMEDIATE RELEASE
 Genelec Offers New Smart IP Audio Platform 
NAB Show, Las Vegas, NV, April 8, 2019 — Genelec (booth C4748), the global leader in professional audio monitoring, recently unveiled a unique open IP networking technology platform. This platform is aimed specifically at the installation market and will deliver power, audio and scalable loudspeaker system configuration, supervision and calibration features via a single standard CAT5 cable.

This novel technology will be rolled out over a range of Genelec’s installed audio loudspeakers, commencing in Q4 of this year. Based on IP and Power-over-Ethernet (PoE), the Genelec technology platform includes a proprietary internal power supply that delivers much higher SPLs than was previously possible via any conventional PoE. Indeed, the Genelec solution is powerful enough to run small to medium sized systems – a world first.

In addition to its superior power handling qualities, Genelec’s smart IP platform also enables flexible system integration, supervision, management and monitoring over IP thanks to Genelec’s sophisticated loudspeaker management software. The concept of loudspeaker management by software is already a mature and well-established tool within Genelec’s studio monitoring loudspeaker range, but to address the specific needs of the installed audio market Genelec has developed dedicated software that offers a raft of tools focusing on solving specific installed audio problems – including device discovery, automatic room equalization and calibration, system organization and status monitoring. In short, saving integrators a huge amount of working time whilst ensuring that the system performs with outstanding clarity and speech intelligibility.

The smart IP platform solution is compatible with the most popular audio-over-IP networking protocols for complete flexibility and scalability. A standard analog input is also included, increasing the system design flexibility.

According to Aki Mäkivirta, Director of R&D at Genelec, the development of the IP technology platform offers integrators an easy and cost-effective route to uncompromised high-quality audio installations:

“With everything you need delivered over a single, standard network cable – including enough power to drive medium SPL applications – integrators have a complete solution at their

fingertips: the highest quality loudspeakers with onboard signal processing, integrated power amplifiers and automatic room calibration, all underpinned by Genelec’s renowned audio and build quality. Additionally, since all Genelec production takes place at our factory in Finland and follows strict principles of environmental compatibility and design for long service lifetime, it simply doesn’t get any easier to guarantee sustainable quality audio installations!”

For more information visit www.genelec.com. 
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Photo caption: Genelec has announced a unique open IP networking technology platform 
Genelec, the pioneer in Active Monitoring technology, is celebrating over 40 years of designing and manufacturing active loudspeakers for true and accurate sound reproduction. Genelec is credited with promoting the concept of active transducer technology. Since its inception in 1978, Genelec has concentrated its efforts and resources into creating active monitors with unparalleled sonic integrity. The result is an active speaker system that has earned global acclaim for its accurate imaging, extremely high acoustic output from small enclosures, true high-fidelity with low distortion, and deep, rich bass. 

Genelec is also celebrating over 10 years of its Smart Active Monitoring™ technology, which allows studio monitors to be networked, configured and calibrated for the user’s specific acoustic environment. Each Smart Active Monitor or subwoofer is equipped with advanced internal DSP circuitry, which tightly integrates with the GLM (Genelec Loudspeaker Manager) software application, running on Mac or PC. GLM’s reference microphone kit allows the user’s acoustic environment to be analyzed, after which GLM’s AutoCal feature optimizes each Smart Active Monitor for level, distance delay, subwoofer crossover phase and room response equalization, with the option of further fine tuning by the user. By minimizing the room’s influence on the sound, Smart Active Monitors deliver an unrivalled reference, with excellent translation between rooms.

Other brand and product names may be trademarks of the respective companies with which they are associated.

—For more information on the complete range of Genelec Active Monitoring Systems, contact: Genelec Inc., 7 Tech Circle, Natick, MA 01760. Tel: (508) 652-0900; Fax: (508) 652-0909; 

Web: http://www.genelecusa.com/.
Genelec is exhibiting at booth C4748 at the 2019 NAB Show in Las Vegas, NV.
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