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The Roxy Hotel Keeps the Music Cool with the Genelec 4430A Smart IP Installation Speaker
— A pair of Genelec 4430As provides great sound for the Roxy’s small outdoor dining and cocktail area while providing AV systems integrator Essential Communications with installation features such as POE —
NATICK, MA, October 22, 2020 — Formerly known as the Tribeca Grand Hotel, the Roxy Hotel is a four-pearl, 201-room property in the heart of Manhattan's Tribeca neighborhood. It’s hip and cool – amenities include an in-room pet goldfish (on request) and free loaner bicycles – and multiple bars offer regular live music, including a jazz club and cocktail lounge. The newest amenity is a cozy cocktail and dining area under the hotel’s marquee, designed for a bite and sip in a pandemic-safe environment. But the hotel didn’t skimp on sound: a pair of Genelec 4430A Smart IP Installation Speakers were installed there over the summer by integrator Essential Communications, which had earlier installed and then updated the hotel’s distributed sound system. 

“The Roxy is all about music and all about great sound,” says David Schwartz, President of Essential Communications, which specializes in AV for hospitality clients, among others. “When you want to convey the idea of quality, Genelec is the best choice of speaker, because Genelec is all about sound quality. It’s why musicians, record producers and recording engineers use them.” 
And the Genelec 4430A was the perfect fit for the hotel’s needs. Weighing barely 11 pounds, and approximately 11 inches high, seven inches wide and seven inches deep, the 4430 delivers full-range sound in a compact package, and its weather-resistant finish makes it perfect for covered outdoor applications such as this. But what also caught Schwartz’s attention was its inclusion of power-over-Ethernet (PoE) and Genelec’s traditional self-powered operation. The 4430A offers power, audio and loudspeaker management via a single standard CAT cable, delivering unrivalled flexibility, cost-effectiveness and simplicity of installation. “I had been talking about that idea for years, and when Genelec delivered that in the 4430, I knew this was the speaker for this project,” he says. Integration of the 4430As with the existing Dante™ protocol audio transport network was a simple task. “A single cable back to the PoE switch we had installed there, create a zone for it in the sound-system processor, and we were done. And they loved the sound.”
They also liked the value. Schwartz remarks, “In addition to the level of quality you’re getting, you also have to factor in that you don’t need to buy and install and wire an amplifier. Combined with the PoE connection, everything over one cable, this was a very cost-effective installation. And combined with the great sound, it’s a complete winner.”
For more information, please visit www.genelecusa.com/. 
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Photo caption 1: Entrance of the Roxy Hotel, featuring Genelec 4430A Smart IP Installation Speakers
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Photo caption 2: Entrance of the Roxy Hotel, featuring Genelec 4430A Smart IP Installation Speakers
Genelec, the pioneer in Active Monitoring technology, is celebrating over 40 years of designing and manufacturing active loudspeakers for true and accurate sound reproduction. Genelec is credited with promoting the concept of active transducer technology. Since its inception in 1978, Genelec has concentrated its efforts and resources into creating active monitors with unparalleled sonic integrity. The result is an active speaker system that has earned global acclaim for its accurate imaging, extremely high acoustic output from small enclosures, true high-fidelity with low distortion, and deep, rich bass. 

Genelec is also celebrating over 10 years of its Smart Active Monitoring™ technology, which allows studio monitors to be networked, configured and calibrated for the user’s specific acoustic environment. Each Smart Active Monitor or subwoofer is equipped with advanced internal DSP circuitry, which tightly integrates with the GLM (Genelec Loudspeaker Manager) software application, running on Mac or PC. GLM’s reference microphone kit allows the user’s acoustic environment to be analyzed, after which GLM’s AutoCal feature optimizes each Smart Active Monitor for level, distance delay, subwoofer crossover phase and room response equalization, with the option of further fine tuning by the user. By minimizing the room’s influence on the sound, Smart Active Monitors deliver an unrivalled reference, with excellent translation between rooms.

Other brand and product names may be trademarks of the respective companies with which they are associated.

—For more information on the complete range of Genelec Active Monitoring Systems, contact: Genelec Inc., 7 Tech Circle, Natick, MA 01760. Tel: (508) 652-0900; Fax: (508) 652-0909; 

Web: http://www.genelecusa.com/.
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